2" Ø PIPE BELL

VINYLESTER ADHESIVE

1.937"

2.350"

2.328" min.

2.344" max.

2.375"

SOCKET CEMENT JOINT

(2" Ø EXAMPLE FOR REFERENCE ONLY)
Multiple layers of glass mat & woven roving to equal pipe strength.

Liner Replacement

BUTT & STRAP JOINT
Flanged Connection - with Gasket
Available in 1" through 72" Diameters

Gasket Dimensions:  
1" - 10" Dia. = 1/8"
12" - 30" Dia. = 3/16"
36" - 72" Dia. = 1/4"

Standard Pipe Lengths:
Up to 6" Dia. = 20 ft.
Over 8" Dia. = 40 ft.
MECHANICAL GASKETED COUPLING

Available in PVC coated Steel
304SS
316SS

With Sealing Sleeve of
Neoprene
Natural Rubber
EPDM
Nitrile
**Industrial Fiberglass Specialties, Inc.**

521 Kiser Street  
Dayton, OH 45404-1641  
Telephone: (937) 222-9000  
FAX: (937) 222-9020

---

**Easy Seal - Bell & Spigot O-Ring Joint.**  
Available in 6" thru 72" diameters

---

**Gasket Dimensions:**  
- 6" to 10" dia. = 0.50"  
- 12" to 30" dia. = 0.75"  
- 36" to 72" dia. = 1.00"

---

**Standard pipe lengths:**  
- 6" dia. = 20 ft.  
- 8" dia. and larger = 40 ft.
OPTIONAL TIE LUGS

INTEGRALLY WOUND/REINFORCED BELL

AVAILABLE SINGLE OR DOUBLE GASKET

OPTIONAL PRESSURE TAP IN BELL OR SPIGOT

CONTROL RIDGE \( +0.010'' \)

--- Industrial Fiberglass Specialties, Inc. ---

521 Kiser Street
Dayton, OH 45404-1641
Telephone: (937) 222-9000  FAX: (937) 222-9020

**Easy Seal II - Bell & Spigot Gasketed Joint.**
Available in 60" thru 144" diameters

Standard pipe lengths:
60" thru 144" = 40 ft.
Optional 20 and 60 ft. lengths
United States of America Patent Number - 4,647,080

**Industrial Fiberglass Specialties, Inc.**

521 Kiser Street  Phone #: 937-222-9000
Dayton, Ohio 45404-1641  Fax #: 937-222-9020

Title: Easy Seal #Ill - Bell & Spigot
Molded Locking Joint
Available in 30" through 120" Diameters

<table>
<thead>
<tr>
<th>DR. MAP CK. TRM</th>
<th>Scale: None</th>
<th>Disk/File: Keybell</th>
<th>Qty.:</th>
</tr>
</thead>
<tbody>
<tr>
<td>Date: 3/10/94</td>
<td>Job #</td>
<td>Dwg. No.</td>
<td>Rev.  OC</td>
</tr>
</tbody>
</table>
Industriul Fiberglass Specialties, Inc.
521 Kiser Street
Dayton, OH  45404-1641
Telephone:   (937) 222-9000    FAX:    (937) 222-9020

Lock-Seal - Bell & Spigot O-Ring Locking Joint.
Available in 6" thru 66" diameters

Gasket Dimensions:
- 6" to 10" dia. = 0.50"
- 12" to 30" dia. = 0.75"
- 36" to 72" dia. = 1.00"

Standard pipe lengths:
- 6" dia. = 20 ft.
- 8" dia. and larger = 40 ft.